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Abstract. Ambipolar carrier mobility in a thin film of hexyl-substituted phthalocyanine
(C6PcH2), which is a promising donor material for solution-processed organic thin-film solar
cells, has been studied by measuring photogenerated charge carriers extracted under a linearly
increasing voltage. As the extraction transient current of the C6PcH2 thin film could not be
observed in a conventional device structure composed of a single organic layer, an evaporated
layer of C60 or pentacene was introduced as a charge-separation layer to determine the hole or
electron mobility, respectively. An extraction transient current clearly appeared owing to the
efficient photo-induced charge generation at the interface between the C6PcH2 and charge-
separation layers. The hole and electron mobilities were evaluated by a proposed analytical
model, which took into account the carrier generation at the interface and the carrier diffusion
during the delay time. © 2018 Society of Photo-Optical Instrumentation Engineers (SPIE) [DOI: 10
.1117/1.JPE.8.032214]
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1 Introduction
Solution-processable organic semiconductors have been attracting considerable attention to real-
ize low-cost device applications with desirable characteristics, such as a light weight and flex-
ibility. Recently, small molecular organic semiconductors as well as π-conjugated polymeric
materials have been widely studied for use in organic electronics.1,2 Small molecular organic
semiconductors were originally regarded as unsuitable for application to solution-processed
devices owing to their poor solubility in typical solvents or their strong molecular cohesiveness
in the film state. However, the introduction of substituents into molecules not only enabled small
molecules to be dissolved in solvents but also allowed the uniform thin films to be easily
fabricated by solution processes including printing methods.
1,4,8,11,15,18,22,25-octahexylphthalocyanine (C6PcH2) is a small molecular organic semi-
conductor that possesses eight substituents of the alkyl chain at the nonperipheral positions of
phthalocyanine. C6PcH2 dissolves in typical organic solvents, and a uniform thin film of
C6PcH2 can be easily fabricated by spin-coating or bar-coating.
3,4 C6PcH2 exhibits a liquid
crystalline phase and tends to form a columnar structure in both the liquid crystalline and crystal
phases.5–8 As the π-orbitals of phthalocyanine cores tend to overlap in the direction of the column
axis in the columnar structure, efficient and uniaxial carrier transport along the column axis is
expected. Indeed, the ambipolar high carrier mobility along the column axis of C6PcH2 has been
demonstrated, and the hole and electron mobilities of C6PcH2 were estimated to be 1.4 and
0.5 cm2∕Vs, respectively, by time-of-flight (TOF) measurement.9 C6PcH2 acts as an effective
donor material in an organic bulk heterojunction thin-film solar cell, resulting in excellent device
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performance including a high current density and a high-power conversion efficiency of 4.2%.10
However, details of the current generation by photoexcitation, particularly the carrier transport in
the solar cell, have not been clarified.
The carrier mobility of organic semiconductors has been investigated by various methods,
such as TOF, space-charge-limited current (SCLC), and field-effect transistor (FET)
methods.11,12 These methods have some problems in evaluating the carrier mobility in organic
thin-film solar cells.11,12 A film that is at least an order of magnitude thicker than a typical bulk
heterojunction active layer in the solar cell is necessary in the TOF method. In the SCLC meas-
urement, an electric field of MV/cm order, which is much higher than the operational condition
of solar cells, is applied to the thin film. In the FET measurement, the direction of the carrier
motion is parallel to the substrate, whereas it is perpendicular to the substrate in solar cells. Thus,
these techniques are not suitable for the precise evaluation of carrier mobility in organic thin-film
solar cells.
Photo-induced carrier extraction by a linearly increasing voltage (photo-CELIV) is another
mobility measurement technique, which was proposed by Juška et al.13 Photo-CELIV can be
used for 100-nm-order thin-film samples. Moreover, the applied electric field and sample geom-
etry are similar to those of solar cells. Therefore, the photo-CELIV method has been widely used
to study the carrier transport in organic solar cells.14–16
However, there are some limitations of the conventional photo-CELIV method. As the photo-
current signal has to be sufficiently strong to distinguish it from the dark current, it is difficult to
evaluate the carrier mobility of materials with low quantum efficiency of carrier generation
by photo-excitation.17 As described below, conventional photo-CELIV is not applicable to a
C6PcH2 single-layer thin film because C6PcH2 has a low quantum efficiency of photogenerated
carriers. Moreover, using conventional photo-CELIV, only the majority carriers can be dis-
cussed, and their polarity cannot be determined.13
In this study, the ambipolar carrier mobility in a C6PcH2 thin film was investigated utilizing
the photo-CELIV method. For efficient carrier generation, a charge separation layer, the material
of which was selected in accordance with the measurement of hole or electron mobility, was
inserted between the C6PcH2 layer and an electrode. The hole and electron mobilities were
evaluated by a proposed analytical model, which took into account the carrier generation at
the interface and carrier diffusion during the delay time.
2 Experimental Details
The molecular structures of C6PcH2, C60, and pentacene are shown in Fig. 1. C6PcH2 was syn-
thesized and purified as reported previously.18 C60 (Frontier Carbon Corporation) and pentacene
(Tokyo Chemical Industry Co., Ltd.) were used as purchased. The configurations of the device
used for the photo-CELIV measurement are schematically shown in Fig. 2.
An indium-tin-oxide (ITO) coated glass substrate was cleaned with an alkaline solution and
water by ultrasonication, then treated with UV-ozone. To prepare devices A and C in Fig. 2,
an aqueous solution of poly(3,4-ethylenedioxythiophene):poly(styrene sulfonate) (PEDOT:PSS)
(Baytron P VP AI 4083) was diluted with the same volume of 2-propanol, spin-coated at
a speed of 3000 rpm, then dried at 100°C for 10 min in an oven under atmospheric conditions.
Fig. 1 Molecular structures of C6PcH2, C60, and pentacene.
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C6PcH2 was dissolved in chloroform at a concentration of 45 g∕L, and the solution was
spin-coated onto the substrates at a speed of 500 rpm. The film thickness was estimated to
be ∼550 nm from the optical absorbance measured using a spectrophotometer (Shimadzu
UV-3150). A 20-nm-thick C60 film or 5-nm-thick pentacene film, as a charge separation
layer, was thermally evaporated at a rate of 0.1 Å∕s under a vacuum of about 10−4 Pa in devices
C and D, respectively. The thickness of C60 and pentacene layers was optimized by taking
the suppression of the series resistance as well as the efficient charge separation into consid-
eration. As the series resistance of them can be neglected compared with the C6PcH2 layer
because of 5 or 20 nm in thickness, the electric field should be mainly applied to the
C6PcH2 layer in the electrical measurement using an external source. In the devices B and D,
a 3-nm-thick MoO3 film was thermally evaporated at a rate of 0.1 Å∕s under a vacuum of
about 10−4 Pa. An 80-nm-thick aluminum or gold layer, used as a counter electrode to the
ITO electrode, was deposited onto the active layer by thermal evaporation under pressure of
∼10−4 Pa.
The measurement using the photo-CELIV method was carried out under a vacuum at room
temperature. The synchronized beam of a Q-switched neodymium-yttrium-aluminum-garnet
pulsed laser (CryLaS FTSS355-50) was irradiated from the ITO-layer side of the devices.
The wavelength, pulse width, and pulse repetition rate of the laser were 355 nm, 1 ns, and
20 Hz, respectively. A reverse bias in the form of a triangular pulse was applied between
the electrodes using a function generator (NF Corporation WF1973). The delay time between
the laser radiation and voltage application was set to 0.65 μs. The generated transient current
was recorded using a digital oscilloscope (Teledyne LeCroy HDO4054).
For the photoluminescence (PL) measurement, devices with bilayer structures of
C6PcH2∕C60 and C6PcH2∕pentacene were prepared on a quartz substrate. The thicknesses of
C6PcH2, C60, and pentacene were 30, 20, and 20 nm, respectively. A near-infrared spectrofluor-
ometer (JASCO FP-8700) was utilized to measure the PL spectrum, and the wavelength of
the excitation light was set to 633 nm, corresponding to the optical transition at the Q band
of C6PcH2.
3 Results and Discussion
3.1 Experimental Results
Figure 3 shows the absorption spectra of C6PcH2, C60 and pentacene thin films. The absorption
peak at 355 nm can be seen in the spectrum of the C6PcH2 thin film, and the incident laser pulse
must be efficiently absorbed in the C6PcH2 layer for all types of the devices in Fig. 2. By the
excitation light irradiation from the ITO-coated substrate side, the exciton should be mainly
generated in the C6PcH2 layer.
Fig. 2 Schematic device structures for the photo-CELIV measurement.
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The transient current waveforms obtained in the photo-CELIV measurement of devices A–D
are shown in Figs. 4(a)–4(d), respectively. The black and red lines in these figures indicate the
dark and irradiated conditions, respectively. For the single-layer devices, such as devices A and
B, the current signals under the dark and irradiated conditions appeared to be consistent as shown
in Figs. 4(a) and 4(b). Although a laser pulse was irradiated to the C6PcH2 thin films and a
linearly increasing voltage was applied, a component originating from photogenerated carriers
was not observed from these devices. The pulsed laser irradiation of the films should excite the
C6PcH2 molecules to generate excitons; however, the failure to extract photogenerated carriers
might have been caused by the low quantum efficiency of carrier generation owing to the large
exciton binding energy required to induce exciton dissociation. Consequently, the single-layer
film of C6PcH2 was unsuitable for the photo-CELIV measurement.
In contrast, devices C and D, which included charge-separation layers, demonstrated clear
current signals originating from carrier extraction under the irradiated condition, in strong
Fig. 3 Absorption spectra of C6PcH2, C60, and pentacene thin films.
Fig. 4 Typical transient current waveforms of devices of A–D. The black and red lines indicate
the dark and irradiated conditions, respectively.
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contrast to those under the dark condition, as shown in Figs. 4(c) and 4(d). The photogenerated
excitons are migrated in C6PcH2 layer within the exciton diffusion length of C6PcH2, 30 nm.
19
Namely, the excitons generated near the interface of charge separation layer could reach the
interface and be dissociated. By introducing the charge-separation layer of C60 or pentacene
in this study, it is assumed that photogenerated excitons were efficiently dissociated to generate
carriers, resulting in the carrier extraction from the devices.
In a bulk heterojunction thin film with a ternary system of C6PcH2, a fullerene derivative,
1-(3-methoxycarbonyl)-propyl-1-1-phenyl-(6,6)C61 (PCBM), and poly(3-hexylthiophene)
(P3HT), C6PcH2 behaves as a donor at the interface with PCBM and as an acceptor at the inter-
face with P3HT, as reported previously.20 Taking note of the highest occupied molecular orbital
(HOMO) level and lowest unoccupied molecular orbital (LUMO) level of C6PcH2 and C60,
20,21
as shown in Fig. 5(a), it is considered that C6PcH2 acts as a donor material at the interface with
C60 and that holes are generated and transported in the C6PcH2 layer. The energy diagram of
pentacene was determined by the photoelectron spectroscopy and absorption edge of a 50-nm-
thick homogeneous pentacene film as shown in Fig. 5(b). At the interface with pentacene,
C6PcH2 works as an acceptor material and electrons must be generated and transport in the
C6PcH2 layer. That is, hole and electron generation based on photo-induced charge transfer
should occur at the C6PcH2∕C60 and C6PcH2∕pentacene interfaces, respectively.
In a previous study on a thin film with a bulk heterojunction of P3HT and C60, PL quenching
was reported as evidence of photo-induced charge transfer.22 To confirm the photo-induced
charge transfer between C6PcH2 and C60 and between C6PcH2 and pentacene, PL spectra
of C6PcH2∕C60 and C6PcH2∕pentacene bilayer films were measured. Compared with the
PL spectra of the C6PcH2 single-layer films, although the spectral shapes were maintained,
the PL intensities were markedly suppressed as shown in Fig. 6. The relative quenching ratios
RPL at the peak wavelength of 770 nm, defined as RPL = 1 − (PL intensity with charge separation
layer)/(PL intensity without charge separation layer), were 93% for the C6PcH2∕C60 bilayer film
Fig. 5 Energy diagrams of (a) C6PcH2∕C60 and (b) C6PcH2∕pentacene.
Fig. 6 PL spectra of the bilayer films of (a) C6PcH2∕C60 and (b) C6PcH2∕pentacene, which are
compared with those of the C6PcH2 single-layer films.
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and 50% for the C6PcH2∕pentacene film. Namely, the RPL in C6PcH2∕pentacene bilayer struc-
ture was relatively low compared with C6PcH2∕C60 one. As shown in Fig. 5, the energy offset of
LUMO between C6PcH2 and C60, which was estimated to be 0.8 eV, was larger than that of
HOMO between C6PcH2 and pentacene, which was 0.2 eV. As reported in a previous research,
23
the low-energy offset tends to cause the suppressed yield of the exciton dissociation. Therefore,
it is considered that the photo-induced charge transfer at the C6PcH2∕pentacene interface was
not as efficient as that at the C6PcH2∕C60 interface.
Thus, the PL quenching as well as the transient current signals in photo-CELIV indicate that
the carrier generation owing to photo-excitation was effectively caused by installing the charge-
separation layers. Moreover, although the transient current waveforms appeared to be similar in
Figs. 4(c) and 4(d), the current signals observed for the C6PcH2∕C60 and C6PcH2∕pentacene
bilayer films indicate the transport of holes and electrons, respectively.
3.2 Theoretical Analysis
In a conventional photo-CELIV measurement, the photogenerated carriers are assumed to exist
with a distribution depending on the light absorption in the bulk film, and the carrier mobility is
estimated using previously reported equations. 13,24 In the bilayer structure adopted in this study,
the carriers should be generated locally at the interface between the C6PcH2 and the charge-
separation layers and diffused from the interface during the delay time until the voltage appli-
cation. Then, the carriers start to be extracted by the linearly increasing voltage; therefore, the
initial carrier distribution in this case is different from that in conventional studies. To evaluate
the carrier mobility of C6PcH2 in the bilayer structures, theoretical derivation should be
proposed.
In this study, the carrier distribution is defined as nðx; tÞ, which is a function of the position x
in the C6PcH2 layer from the interface with the charge-separation layer and time t. Here, it is
assumed that the sheet carriers are generated just after the laser pulse irradiation. The pulsed laser
is irradiated to the device at t ¼ −tdel, and the linearly increasing voltage starts to be applied at
t ¼ 0. Therefore, the distribution of generated carriers shortly after the laser pulse irradiation is
expressed as
EQ-TARGET;temp:intralink-;e001;116;375 ðx;−tdelÞ ¼ N0δðxÞ; (1)
where N0 is the total number of generated carriers and δðxÞ is the Dirac delta function.













where μ is the carrier mobility, k is the Boltzmann constant, T is the temperature, and e is the
elementary charge. By solving Eq. (2) with Eqs. (1) and (3), the initial carrier distribution can be
expressed as







Although the linearly increasing voltage is applied, the carriers are assumed to drift at
a velocity of
EQ-TARGET;temp:intralink-;e005;116;119vðtÞ ¼ μEðx; tÞ ¼ μAt∕d; (5)
where Eðx; tÞ is the electric field, A is the slope of the applied triangular voltage pulse, and d is
the thickness of the C6PcH2 layer. Then, the carrier distribution can be expressed as
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4Dtdel ½lðtÞ ≤ x ≤ d
0 ðotherwiseÞ
; (6)
where lðtÞ ¼ ∫ t0 vðt 0Þdt 0 is the extraction depth.25







nðx; tÞEðx; tÞdx; (7)
where ε and ε0 are the relative and vacuum permittivities, respectively. Then, the peak time tmax
in the extraction transient current waveform can be obtained by differentiating Eq. (7) with
respect to t, by setting it to zero as ∂j∕∂t ¼ 0 and solving it for t. However, as this equation
cannot be solved analytically, the fitting of the calculated tmax as a function of A to the exper-
imental results was carried out as shown in Fig. 7. The red rhomboid symbols and black lines in
Fig. 7 indicate the experimental data and calculated values, respectively. By optimizing the
parameter μ, the experimental results were successfully reproduced. Using the proposed analyti-
cal formulation, the hole and electron mobilities in the C6PcH2 thin film were evaluated to be
1.5 × 10−3 and 2.1 × 10−3 cm2∕Vs, respectively.
In conventional studies employing the photo-CELIV method, the following equation is
generally utilized to determine the carrier mobility.16




where K ¼ 2∕3 for the volume initial carrier distribution and K ¼ 2 for the surface initial carrier
distribution. The hole and electron mobilities obtained by Eq. (8) with K ¼ 2∕3 were 9.7 × 10−4
and 1.4 × 10−3 cm2∕Vs, whereas those obtained by Eq. (8) with K ¼ 2 were 2.9 × 10−3 and
4.3 × 10−3cm2∕Vs, respectively. In our proposed method, the initial carrier distribution was
taken into account, as expressed by Eq. (4); this implies that the estimated values are based
on the intermediate condition between the volume and surface carrier distributions in the conven-
tional equation of Eq. (8).
Both the hole and electron mobilities obtained in this study are approximately 103 times
lower than those evaluated by TOF measurement.9 This difference in the mobility is strongly
related to the molecular alignment in the devices utilized in the photo-CELIV and TOF mea-
surements. A sandwich-cell-type device is mainly utilized in TOFmeasurement for columnar LC
materials, and the column axis of C6PcH2 is reported to be tilted from the normal direction to
the substrate.26 In contrast, the column axis direction in spin-coated C6PcH2 films is reported to
be exactly parallel to the substrate.6 Thus, the carrier mobility in the intercolumn direction can be
Fig. 7 Peak time tmax of the experimental results as a function of voltage slope A and fitting line by
numerical calculation for devices of (a) C and (b) D. Blue broken lines are by numerical calculation
with slightly shifted values of μ.
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evaluated by the photo-CELIV technique using a bilayer structure, which should provide impor-
tant information on the ambipolar carrier transport in thin films.
4 Conclusions
The ambipolar carrier mobility in a C6PcH2 thin film was studied using the photo-CELIV
method. The introduction of a charge-separation layer of C60 or pentacene enabled to obtain
the extraction transient current waveforms of the C6PcH2 thin film. The ambipolar carrier mobil-
ity was successfully evaluated by a numerical calculation using the proposed model taking into
account the carrier generation at the interface with the charge-separation layer and the carrier
diffusion during the delay time between the laser irradiation and voltage application.
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